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m m m  
Coal has been the source of large quantities of i s e fu l  chemicals and vill con- 

Because coal is % major resource of our coun- tinue t o  be for a long time to come. 
try, the Federal Bureau of Mines i s  v i t a l ly  conced&i w i t h  i ts development and ef- 
f ic ien t  utilization. Although millions of p~&ds of coal chemicals are marketed 
each year, people working with coal envision an even greater potential. a s  new proc- 
esses a re  developed. The discussion that follows w i l l  consider some of  the methods 
"it have occupied the  ninds of men for some t i m e  and sqme of the recent develop- 
ments pioneered by the  Bureau. 

The coal hydrogenation process for mkiq liw fuels has been investigated in 
de ta i l  since its application as an industrial process almost 4-0 years ago. 
passed economic mri technical changes have taken place that jus t i fy  a reevdwhion of 
existing lniowled.ge. Under present quasi-peaceful world conditions where a copious 
supply of natural petroleum is available a t  low cost, hydroga t ion  of coal cannot 
be considered a s  a major source o f  liquid fuels.(5hiowever, coal is an abundant raw 
material, and ,its application to other processes, exclusive o f  power and heat gener- 
ation, presents a real challenge. 
investigated the hydrogenation of coal and other coal. u t i l i za t ion  processes f o r  many 
years. This work is s t i l l  in progress in varying degrees, snd in the follov'ing dis- 
cussion a re  some of the gaseous, liquid, and solid chemicals that  can be derived from 
the hydrogenation o f  coal. 
design problems and an ever changing economic situation. 

As time 

Organizations in the U n i t e d  States and abroad have 

Associated with these technical developments are mang 

DISCUSSIOIP 

When considering the utilization of coal, it is natural t o  thlnk in tenns of 
thousands or even millions of tons a year. If the potential chemical products from 
coal are es tba ted ,  the qusntities of  chemicals must be evaluated in terms of pres- 
ent and potential markets. 
instances are greater than the current usage. Table 1 is a l i s t  of the more vol- 
rmcInous products thst could be produced in a single 3O,OOO-bbl/day coal hydrogenation 
plant t h a t  reacts about 12,000 tons of coa l  per day. These fac ts  are f a i r ly  w e l l  
known, and rather than r ec i t e  comparative figures, consideration w i l l  be given to 
some of the  more  p len t i fu l  chemicals. It should be mentioned that there i s  con- 
siderable process f l ex ib i l i t y  to change the product distribution. 

The tonnages of possible products are high and in some 

The potential yield of most chemicals from hydrogenation is several times 
greater than f r o m  carbonization since most of the carbon i s  converted to  liquid and 
gaseous hydrocarbons. 
extensive and generally can be categorized by the type of compounds shown in figure 
1. Products of c o a l  hydrogenation contain appreciable quantities of aliphatics, 
aromatics (single-ring 3sd polycyclic), substituted sroroatics, heterocyclic com- 
pounds, and hydroaromatics. 
have only  limited markets, and the i r  disposal could be a problem.(4)r (7) 

The l i s t  of potential chemicals from coal hydrogeaation is 

Many of  the products that can be produced in quantity 
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l!AET,E 1.- Chemicals from a Coal Hydmgenation Plant 

(j0,OOO barrels per day from U o i s  coal) 

Aromatics w o n  p o d  per y e a d  

.................. 
Toluene .................. 224 372 pgi” Benzene 

Xylene ................... 425 
Ethylbazene ............. 73 

U e d  aromatics .......... 3 
Total .............. 1 J 373 

Naphthalene .............. 104 ( 497) 

Tar acids 

Phenol ................... 51.8 
o-Cresol ................. 5.8 
m-, p-Cresol ............. 63.3 ................. 4.4.8 Xylenols 

Tota l  .............. 165 - 7 

~mmonium sulfate, tons/year ... 148,500 
s u l ~ u l c  acid, tonsfyear ...... 29,400 

a 330 stream days. 4 l$l p d u c t i o n  from 

- 

sources in parentheses, million puncis 
per year. 

It would be desirable t o  be able t o  produce and separate only  compounds f o r  
which there i s  a ready d r k e t .  
the burden of chemicals that have only fuel value. 

In this my,  s a b l e  products would not have to bear 

A t  the present time the most useful products from coal are the low-molecular- 
w e i g h t  members of each series; benzene, toluene, xylene, naathalene,  and phenol. 
These a re  the preferred elementary building blocks used to &e well-defined products. 
Plastics, synthetic fibers, resins, detergents, and elastomers consume 7.3 bil l ion 
pounds a year o f  benzene, toluene, and xylene, 520 million pounds of naphthalene, and 
-0 million pounds of phenol. The consumption of these five major m w  materials that 
can be made from coal i s  s t i l l  growing. 
investment in a coal hydrogenation system to produce the few marketable products. In 
fsct ,  the direction in recent years has been t o  dealkylate substituted amnatics from 
petrole 
t r i e s . ( T  Here i s  a case where knowledge of  the product composition and process know- 
how were applied to  supply a need a s  the narket developed beyond the capacity of the 
prin!ary sources. 

So far ,  no one bas been able to  just i f l  the 

, producing benzene snd naphthalene for consumption in synthesis indus- 

In 1952 Chemical and Ehgineerbg News(3) described studies by Carbide and Carbon 
Co. and i ts  “coal hydrogenation un i t  designed t o  manufacture aromatic chemicals.” 
Carbide and Carbon did much work on the primary liquefsction products and founr?. a 
large number of chemicals worth up to  several dollars a pound. Some of the products 
visualized as  finished products of intermeeaTes were the l i gh t  products B-T-X, naph- 
thalene, &d tar acids and heavier usefu l  materials such a s  indan, fluorene, anthra- 
cene, phenanthrene, iadanols, quinoline, carbazole, furans, z n d  many others. These 
are  indicated in the figure described previously. Markets have not develoyd f o r  m o s t  
of  the high-molecular-weight products that  could be separated.. 
tinues t o  increase f o r  lower-molecular-weight chemicals as  mcnomers fo r  designhg com- 
?lex molecules that have no structural  c o u n t e m r t  in the hydrogenation proaucts. 

Instead, the demand con- 



condensed aromatic structures such as pyrene aad coronene, which mag he con- 
sidered a s  useful products, a r e  resistant t o  mizd hydrogenatian conditions. 
recovered in the heavy o i l  product from hydrogenation O f  c o d  and CBP be isolated Fn a 
CrystaUine form. 
o i l "  produced by roasting the plant residue. A W ,  condensed arconatics are formed 
in the kiln through cracking and dehydrogenation during carbonization. 
ponents of the recovered o i l  are methylpyrenes, carbazole, and some 1,12 benzperylene. 

They are 

%%e greatest amount of condensmi ammatics are recovered. irx "biln 

Other cam- 

m e ,  which may he in 10 t o  12 percent concentration in the kiln o i l ,  can be 
concentrated further by d i s t i l l a t i on  and isolating the mid-bpercent fraction. 
bazole i s  concentrated in the low-boFUng fraction, and the v a m  residue contains 
the coronene concentrate. The Irgrene fraction is distilled into mrrm fractions 
separated f a  the o i l  and mixed w i t h  a solvent such as benzene-alcohol that dissolves 
only oil. 

Car- 

W h e n  the solvent is centrifuged or filtered off,  pure py-rene remains. 

Carbazole is very resistsnt to  m g e n a t i o n ,  snd mst other  aromatics Fn the l ow 
The boiling fraction of the kiln o i l  can be hydrogenated to lighter d i s t i l l ab le  o i l s .  

reejning carbazole is insoluble and can be separated by filtration and disti l lat ion.  

Comnene can be isolated fm the kiln o i l  resichum af t e r  vacuum dis t i l l a t ion  t o  
renuwe -e. 
f i l tered.  Coronene is insoluble and is recovered in pure f o n a  Contaminsting hydro- 
carbons can be hydrogenated t o  Lover boiling l iqy ids  by catalytic ref-. Coronene 
is not hydrogenated and is recovered as a precipitate. 
done by vacuum disti lLation o r  recrystallyation fmm 0-dichlorobenzene. 

The fraction boiling a t  350" t o  400" C is slurried vith benzene and 

Further purification can be 

SumLl-scale studies on the hydrogenation of coal have been Umi+Rd i n  the past 
by the relatively long time, 3 t o  4 hours, required t o  heat and cool Fn autochve. 
The influence of temperatures, especially &ove 350" C, on the experimental results 
has always raised questions concerning the validity of the data. 
shorn in figure 3 was developed with two main objectives, rapid heating and cooling 
and  mall m g e  size. passing a Low voltage and high current (about PO amps a t  
15 v) through +&e type 304 staidLess s t ee l  reactor rabes the temperature t o  800" c 
in about 2 mirmtes. Pressures a s  high as  6,000 psig could be maintained for over an 
hour before m e t a l  fatigue occurred.. When a n  experlnmt is completed, the reactor is 
cooled Details of this apparatus have been pub- 
llshed. 9 )  
conditions f o r  the production of methane and light hydrocarbans, and from these 
studies a new synthes3.s of  polycyclic ammatics m s  found. 

The reaction system 

about 10 seconds by a water j-et. 
Eqeriments on the hydmgenation of coal could then be made a t  more severe 

E dry c d  i s  hydrogenated a t  6,000 psig and 800" c f o r  zero and 15 minutes and 
EZ hydro?@ rate of 100 s c f i  (0.5 QS), the results shown in figures 4 t o  6 are ob- 
tained. In gened, the conversion of  all coals is m o s t  rapid w i t h i n  the f i r s t  3 
minutes and thereafter proceeds a t  a steady, slower rate. 
i l h r  but there is no change in the yield of liquids which are produced in the early 
stage of the reaction aad swept out of the apparatus. This reaction is  substantiated 
by the conprative experiments sham in  figure 7, where two se ts  of experknental data 
d e  a t  two gas velocit ies are sham. 
carbon vapors have more time t o  be hydrocracked t o  additional hydrocarbon gases. 

The -fiela of gas is sim- 

A t  the lower gas rate o f  20 scfh the hydro- 

The concentration of methane in the C 1  to  C 3  fraction of the gas calculated from 
Although the the spectrometer analyses increased with coal rank a s  sham in table 2. 

gas formed from lm-ranlc coals contained l e s s  methane, there were more higher hydro- 
carbons present which gave a higher heating value. 
pmduced; that  Is, the  low-rank coals produced more Uquld product a s  shown i n  
figure 6. 

5 i s  trend extends t o  the o i l s  

Anthracite ami c b r  produced IIO l iquid praiucts. 



TABLE 2.- Distribution of light hyckwcarbons in the gas 

Composition, vol pct 
Methane Ethene Propane 

............... Lignite 82 15 3 
High volatile C ....... 88 10 2 
High volatile A ....... 9 9 1 
Anthrxite 92 7 
High volatile C char .. 92 8 0 

............ 1 

An-f~.~J~sis of the liquid product from a Wyoming coal (hvcb) is shown Fn table 3. 
The mass spectrum indicates a complex mixture of products contabing aromatics and tar 
acids. Analyses of the liquids from lignite and Pittsburgh seam coal (hvab) were al- 
most identical to the results shown for the hvcb W y o m i n g  cod. 

TABLE 3.- Mass spectra of o i l s  from hydrogenation of a Wyoming coal (hcb) 
(6,000 psig, 800" c) 

Possi3le compound types Volume-pe rcent 
including alkyl derivatives of total oil 

Benzene, toluene, etc. ...... 23.1 
Phenols ..................... 21.5 
Haphthalenes ................ 18.7 
JndBnOlS .................... 11.0 
Phenanthrenes, anthracenes . . 3.3 
Bhnce ..................... 22.4 

The next subdect describes some work that falls in the category of unexpected 
findings. When anthracite coal was hydrogenated fo r  making high-Btu gas ,  the cold 
trap conkined a yellow *der identified by ultraviolet analysis as a high concen- 
tration of coi-onene. 

The experinental data shown in table 4 indicate the limits for temperature 3nd 
pressure - 6,000 to 8,000 psig and 700" to 800" C. 
0.8 w t  pct of the low-volatile (4.2 percent volatile matter) anthracite. 
-AS a low-density, porous yellow-orange solid that - a s  about 70 percent coronene by 
ultraviolet analysis. 
is mostly 1,U-benzperylene and pyrene. Most of the comnene was recovered in the cold 
tra?, but some 'as obtained from the connecthg lines and reactor by washing w i t h  warm 
benzene. Coronene in the wash is included in the field. 

The maximum yield of coronene was 
'Pbe product 

Some samples contained over 80 percent comnene. The balance 

'PAHLF 4.- Coronene from hydrogenation of anthracite 

30 minutes at - Coronene, weight-percent 
Temperature, 'C Pressure, psig in solid product Of maf coal 

600 
700 
800 

600 

- Zd 

6,000 

6,000 

a, coo 
8,000 

5, COO 

8,000 

0 0.01 
-P. 0.5-0.8 
37 0.3 

0 0 

38-54 0.4-0.5 
49 0.5-0.7 
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Coronene could also be produced from Pittsburgh seam coal (hvab), but from the 

few experiments made it appeared that the higher temperature of 800" C a t  6,000 psig 
was required t o  y-ield the same amount of coronene - about 0.5 wt pct of the lnaf coal. 
Hawever, no d r y  solids were recovered in the cold trap, and the yields are  based on 
an analysis o f  the benzene washings. 
found vhen a hvab coal vas used. 

E q U d  -tities of c o m e  and p~rrene were 

Other m t e r i a l s  such as asphaltems and cerrtrifuge residue from the m g e n -  
a t i o L  of cod. were a lso  examined. The 
times more pyrene were  present. Thus, no other coal o r  coal hydrogenation product 
was as good as anthracite for this synthesis. 
coal i s  only 0.5 t o  0.8 percent, a use must be found f o r  the resulting hydrocarbon 
gases and char. 
value, the coronene could be sold for less th;ul $1 a pound. 

o f  coronene were hwer and 4 to  10 

Since the yield of coronene from 

It has been est-ed that if the gas and char are sold for  fuel 

Another product that can be considered 13 the mixture of closely related chem- 
ica ls  t h a t  nay be used as fuel f o r  supersonic a i rc raf t .  
the hydrogenation of coal contains bicyclic aromatics that could be hydrogenated t o  
naphthenes tha t  are thermally stable and have many desirable properties. 
produced in the p i l o t  planz of the Bureau of Mines was d i s t i l l ed  to 325" C end pint 
o i l  for feed stock. This o i l  uas then desulfurized and partially hydrogenated Over 
cobalt-molybdate catalyst  at  2,500 psig, 400" C, 50 scf H2 per pound of oil, anti a t  
a space velocity of 3 vol o i l / ? r / ~ o l  catalyst. A 180' to 280. C fraction of the de- 
sulfurized o i l  was saturated Over a nickel catalyst t o  produce s naphthenic product. 

A similar fuel f o r  supersonic Jet a i r c ra f t  has been produced f r o m a  d i s t i l l ab le  

The d is t IUable  o i l  fmm 

An o i l  

fraction of tar made by low-tempemtnre carbonization. 
been published in a Report of Investigations. (10) 
bution o f  products indicated by mass spectrometer snalysis is shown. 
all of the o i l  is in the C1o t o  Crg w e  w i t h  a maximum a t  CE o r  C13. 
met  a l l  but one of  the specifications established tentatively f o r  this type of fuel. 
For some as yet unexplained reason, this oil was not stable in the high-tentperature 
t e s t  u n i t .  
a f t e r  rehydmgenation. 

Results of this work have 
In figure 8 the narrow distri- 

Practically 
This -puel 

However, recent laboratory tests indicate that the o i l  is more stable 

A p l a s m  j e t  uni t  is now being used fcIr experhents x i th  coal a t  very high 
Lf the tenperature of the coal approaches the plasma temperature, ex- temperatures. 

tremely severe hydmgenation conditions can be established. 

A t  the present t h e  only  United results are  available. When coal is h e a t 4  Fn 
an argon plasma, the products a re  a very f h e  residue, carbon mnoAde, methane, acet- 
ylene, hy.lrogen, and nitrogen. 
slow cooling of the products. Quenching w i t h  gas or l i q u i d s  w i l l  give other products. 
Also, the pmducts Kill. vary with other ooeraxing variables such ss the working gas 
composition, gas and coal rates,  and power input. 

The composition shown in table 5 m s  obtained with 

Other forms of  energy such as miclriwaves, corona discharge, and mser and laser 
beauts have a l s o  been considered a s  an active environment f o r  zeal hydrogenation ex- 
periments. 
paper stage a t  the present time. 

However, nanpover and financial l imitations are keeping these in the 

Several l n p r t a n t  fac tors  a re  becoming evident as work on hydrogenation of ccal 
Instead o f  a wide continues. 

range of l i w d  fuels we have been making hydrocsr3on gases and light aromatics, rel- 
atively pure polycyclic products, and r e h t i v e i y  m m  f-zictions. 
yields more of  these desired oroducts than a caroo&ation o r  coking process. 
hydrogenation p v i d e s  us with a potential for provi-g large quantities 3f usefuJ- 
products when a profitable denrand develops. 
product "tree" as  extensive as the popular "tree" published f o r  coal tar. 
of Mines w i l l  continue to  do its psrt in provijing 30 etmosphere i n  whlch the W h -  

'ole system is being mdified to  yield fewer products. 

Eydrogenation 
Thus, 

m y  ?eople envision a ccal hydrogenation 
The 3Ureau 
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genatian tree vill come to  fluit ion.  

1 
Y 

TABLE 5.- Gas composition from coal in a plasma j e t  
(5 kw net m e r  input, kvab coal- 70 x 100 mesh) 

Argon ............. 84.5  - 
Hybrogen .......... 9.3 60 
xitrogen .......... 0.9 6 
CH4 ............... 0.3 2 
c 9 2  .............. 2.3 15 
co ................ 2.7 17 
c02 ................ tr - 
Coal conversion - 15 percent 
Residue (4325 mesh) - 6 percent of coal feed 
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Figure 5. -Effect  of residence time on yield of gaseous hydrocorbons. 
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